
 
 

 

 

 

 
 

Rustler 33  >  JULIA 

Price US$129,500 

Location Westport, MA - USA 

 

Year 2017 

LOA 34’ / 10.36m 

LWL 22’6” / 6.85m 

Beam 8’ / 2.44m 

Draft 5’6” / 1.67m 

Displacement 2,695kg / 5,941lb 

Ballast 1,135kg / 2,502lb 

Hull Material GRP 

Engine 1 x Nanni N2.14, 14hp 

Builder Rustler Yachts 

Designer Stephen Jones 

Accommodation 3 berths in 1 cabin 

SCAN TO VIEW 
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BROKER’S COMMENTS 
 
This late-model Rustler 33 was sold new by us and delivered in the spring of 2017. She was also 
displayed at the Düsseldorf Boat Show in January of that year. Very striking with her British Racing 
Green hull colour and optional inlaid wood coaming, she has contrasting non-skid decks. 
 
JULIA was outfitted to a high specification, featuring a white-painted carbon mast and boom, a full 
interior with a galley module, and a Raymarine electronics package with autopilot. The sails, by 
Penrose, are made from triradial sailcloth. The jib is easily furled with an underdeck furler, while the 
mainsail has full battens, lazy jacks, and a beige stackpack sail cover. All deck gear is top-of-the-line, 
provided by Harken. 
 
Powering the boat is a two-cylinder, 14hp, freshwater-cooled Nanni Diesel with saildrive (Kubota 
block). Steering is controlled by a tiller at the aft end of the cockpit, connected to the spade rudder via 
a drag link, allowing for more cockpit space with the tiller positioned on the aft deck. 
 
The cockpit includes removable aft seat sections, enabling the helmsman to stand, along with full 
cockpit cushions for added comfort. 
 
She has only been day-sailed during the summers from Westport, MA, and stored indoors during the 
winter months. 
 
The beautiful Rustler 33 combines a traditional-looking hull with a modern underbody, making her a 
sleek daysailer/weekender. With impressive sailing performance, she is sure to turn heads in the 
harbour and deliver an exhilarating experience on the water, whether cruising or racing. 
 
Explore more photos here: https://www.berthoninternational.com/yacht-sales-brokerage/yachts-for-
sale/rustler-33-julia/  
 

OWNER’S COMMENTS 
 
I have always owned and enjoyed relatively small, simple daysailers that I can sail on my own. Before 
the Rustler, I had a Danish-built H-boat. I constantly receive comments on JULIA's beauty—she truly is 
an absolute joy to sail. 
 

CONSTRUCTION 
 
Hull, Deck & Superstructure Construction: 

• GRP hull & deck, resin infused. 

• Hull in dark green. 

• Varnished slats on hull sides forward. 

• Bottom paint inc. epoxy primer. 

• A single boot top located above antifouling level. 

• Recessed cavita line in hull moulding inlaid with a gold tape. 

• Cockpit seats, helmsman’s seat and sole are laid in teak. Coamings have teak cappings. 

• Teak inlaid coachroof sides, laminated in. 

• Coloured non-skid deck. 

• Full length toerail with no holes. 
 
Keel & Rudder: 

• Fin keel. 

https://www.berthoninternational.com/yacht-sales-brokerage/yachts-for-sale/rustler-33-julia/
https://www.berthoninternational.com/yacht-sales-brokerage/yachts-for-sale/rustler-33-julia/
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• A single piece casting of lead external ballast with 4% antimony. Stainless steel bolts. 

• Fully balanced spade rudder with drag link system to tiller. 
 

MACHINERY 
 
Engine & Gearboxes: 

• 1 x Nanni N2.14, 14hp. 

• Sail drive. 

• Engine panel in cockpit. 

• Engine instrument panel is located below decks with rev counter, warning lights and push 
button start. 

• Engine located under the cockpit sole.  
 
Maintenance & Performance: 

• Engine hours – unknown, as no hour meter, but around 100, based on usage type. 

• Engine last serviced: Spring 2024. 

• Cruising speed approx. 6kn. 

• Maximum speed approx. 6kn. 
 
Propulsion & Steering: 

• Drag link steering system from rudder stock to tiller arm. 
 

ELECTRICAL SYSTEMS 
 
Voltage Systems: 

• 12V Electrical panel with switches for Tri light, steaming light, nav. lights, interior lights, and 
bilge pump. 

• 12V outlet. 
 
Battery Banks: 

• Engine and domestic 1 x 12-volt 85 Ah sealed lead acid battery. 
 
Alternators: 

• Main engine supplied with a 70A alternator to charge battery. 
 

PLUMBING SYSTEMS 
 
Fresh Water & Water Heating System: 

• Fresh water manual pump outlets in heads and to galley sink. 
 
Bilge Pumps: 

• Whale compact 50 manual bilge pump located in cockpit with strum box to lowest point in 
bilge. 

• Whale automatic bilge pump with switch to panel . 

• Bilge pump handle. 
 

TANKAGE 
 
Fuel: 

• Total fuel capacity of approx. 10 US gallons (37.85 litres) in a high-grade linear polythene tank. 

• Diesel filler to deck.  
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• Wema gauge for tank level. 
 
Fresh Water: 

• Total fresh water capacity of approx. 7 US gallons (26.49 litres).  
 
Grey/Blackwater Holding Tanks: 

• Holding tank with pump out. 
 

NAVIGATION EQUIPMENT 
 

• Bulkhead compass. 

• Raymarine I 50 speed/depth, I60 wind. 

• Raymarine CH60 close hauled. 

• Raymarine S75 plotter. 

• Built in box for plotter on coachroof. 

• Raymarine VHF  Ray50. 

• Raymarine autopilot with P70 head. 
 

DOMESTIC EQUIPMENT 
 
Galley: 

• 1 x Fuel stove. 
 
Heads/Showers: 

• 1 x Heads. 
 
Lighting: 

• 2 x Switchable reading lights. 

• 4 x 10W LED lights. 

• Tri, steaming and Navigation lights. 
 

ACCOMMODATION 
 
Summary of Accommodation: 

• 3 berths in 1 cabin. 

• The interior joinery is constructed from high quality materials and in accordance with good 
yacht practice. 

• All cabin woodwork is finished with a satin finish varnish or painted in eggshell white. 

• Mattresses & Settees 4” (13cm) foam with 3” (7.5cm) foam back. 

• Lockers. 

• Mosquito screen for companionway. 

• Mosquito screen / blind for hatch. 
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Internal Layout: 

 

 
 
Description of layout from forwards: 

• Double berth forward.  

• Two settee berths port and starboard (port one is short).  

• Galley area to starboard with stainless basin. 

• Cover over basin and cooker to create chart table area. 

• Stowage for galley crockery. 

• Separate heads to port with hand basin and fresh water hand pump. 

• Stowage for wet gear behind toilet. 

• Sound insulated engine compartment under companionway steps and bridge deck. 
 

DECK EQUIPMENT 
 

 
 
Rig: 

• Fractional rig. 

• Selden white painted carbon mast and boom. 

• 2 x Single line reefs lead aft to cockpit from boom.  

• Rod kicker with line led aft.  

• Main halyard also led aft. 

• Bartel under deck furling system. 

• Mainsheet 8:1. Single point take off in centre of cockpit. 

• Lazyjacks. 

• Turning blocks to allow cockpit winches to be used for jib. 
 
Winches:  

• ST primary winches. 

• ST winches port and starboard side companionway winches. 

• Extra winches on cockpit coaming. 

• Winch handle. 
 
Sails:  

• Main and jib with tri radial construction in 8oz woven polyester. 
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• Main Sail – (26.38m2) including 2 reefs. 

• Jib - |(18.67m2) including UV strip. 

• All sails are supplied with labelled sail bags and ties. 
 
General: 

• Deck Gear - Harken/Lewmar/Selden. 

• Starboard and port cockpit lockers. 

• Lewmar flush hatch coachroof forward of mast. 

• Lifelines and stanchions. 

• Ensign flagstaff. 
 
Anchoring & Mooring Equipment: 

• 10kg folding anchor. 

• 5m of 8mm chain. 

• 20m of 14mm warp. 
 
Covers, Canvas & Cushions: 

• Cockpit cushions. 

• Stack pack sail cover. 
 

SAFETY EQUIPMENT 
 

• Coast guard safety package. 
 
Fire-Fighting Equipment: 

• 1 x Handheld fire extinguisher.
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