
 
 

 

 

 

 
 

Solaris 50  >  INDIGO 

Price €795,000 + VAT 

Location Saint-Raphaël, South of France 

 

Year 2022 

LOA 50’10” / 15.50m 

LWL 48’2” / 14.68m 

Beam 15’8” / 4.78m 

Draft 9’4” / 2.85m 

Displacement 15,900kg / 25,054lb 

Ballast 4,850kg / 10,692lb 

Hull Material GRP 

Engine 1 x Volvo Penta D2-50, 75hp, S/SR 

Builder Solaris Yachts 

Designer Javier Soto Acebal; Int. ROSEO 
DESIGN; Struct. SOLARIS TEAM 

Accommodation 6 berths in 3 cabins 

SCAN TO VIEW 
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BROKER’S COMMENTS 
 
The new edition of the Solaris 50 was launched in April 2022, with over seven hulls already sold off-
plan before her debut. The yacht was an instant success and has since surpassed 50 hulls in build. 
 
There is much to commend about the Solaris 50. Like her sister ships, she features a superb deck 
layout that makes her powerful rig easily managed. The uncluttered decks are a joy to move around 
and look every bit the part. Practicality is equally impressive, with a cavernous sail locker, generous 
lazarette storage, and a fully enclosed tender garage. 
 
Below deck, she boasts a spacious owner’s cabin with en-suite forward, two guest cabins aft, an ample 
galley, and a bright, airy saloon. All finished in Solaris’ trademark style, with clean lines and 
exceptional craftsmanship. 
 
INDIGO is a lovely example from 2022, with a midnight blue hull, teak decks, and black spars, she 
oozes style and elegance. She is well specified, with a full complement of North Sails (3Di), 
comprehensive electronics, air conditioning, watermaker, and generator. In short, she has all the 
requisite comforts for effortless and luxurious cruising. 
 
Maintained from new by the Solaris appointed service agents in both Porto Rotonda and Genoa for 
both regular care and scheduled maintenance. In 2026 INDIGO enjoyed a pre-season pit stop at the 
Solaris service centre in Genoa. She is currently under the care of CB Yacht Guardianage. 
 
Explore more photos here: https://www.berthoninternational.com/yacht-sales-brokerage/yachts-for-
sale/solaris-50-indigo/  
Sales Video: https://www.youtube.com/watch?v=l-MTZEGUmrE 
 

OWNER’S COMMENTS 
 
We have loved our four summers with INDIGO from the wonderful maiden voyage from Aquliea to 
Sardinia to the magic of Sicily and the Aolians islands last year. She is beautifully built, fast and set up 
to be sailed easily by two people. The reversing winches and self-tacking jib make single handed 
cruising a reality. The most complete and beautiful yacht we have owned. 
 

CONSTRUCTION 
 
RCD Status: The yacht conforms with the essential safety requirements of Directive 94/25EC or RCDII 
(2013/53/EU as appropriate (Recreational Craft Directive) and is categorised A – “Ocean” 
 
Hull, Deck & Superstructure Construction: 

• Hull and deck are in a sandwich composite construction using E-glass and PVC Airex core. 

• This structure allows the construction of a light hull, which withstands the multi-directional 
loads much better and is far more rigid than other simple laminated constructions. 

• The core consists of a closed cell Airex foam of different densities preventing moisture to 
enter into the construction in case of a damage. 

• The lamination process and bonding with the sandwich is done through a vacuum bagging 
process. 

• Vacuum bagging is also used for the lamination of the deck. 

• In the high load areas reinforcements with unidirectional and bi-directional Carbon fabrics are 
used and the Airex core will be replaced with a higher density foam or marine plywood. 

https://www.berthoninternational.com/yacht-sales-brokerage/yachts-for-sale/solaris-50-indigo/
https://www.berthoninternational.com/yacht-sales-brokerage/yachts-for-sale/solaris-50-indigo/
https://www.youtube.com/watch?v=l-MTZEGUmrE
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• The thickness of the laminate construction is carried out in accordance with the requirements 
of the design-engineer and checked prior to construction by an official approved Technical 
Authority. 

• Transverse and longitudinal reinforcements are made to the correct dimensions in E-glass and 
laminated with epoxy resin to the hull. The main bulkhead is in composite using an Airex core. 

• The bow and the aft bulkheads are in composite. 

• All the composite and plywood bulkheads will be well resin bonded and laminated to the hull 
and deck. This type of construction guarantees superior stiffness and strength compared to 
other silicone bonding systems. This represents a uniqueness of Solaris. 

• The bow and central chainplates are made in stainless steel and fixed into the composite 
structure of the yacht. 

• The deck area around the mast and the chain plates is reinforced. 

• The aft chain plates are fixed to a reinforcement and well resin bonded to the hull stringers 
and the deck. 

• The main and the fore bulkheads are in composite material. All the other bulkheads are made 
in marine plywood covered with oak; well resin bonded to the hull and the deck. 

• The water on deck is drained by rubber pipes and valves on the bottom of the hull. 

• Cockpits, included seats and aft surfaces covered with 10 mm laid teak, bonded onto the deck 
with epoxy resins. 

• Sandwich construction with airex foam core for hull and deck. 

• Composite main and fore bulkheads. 

• Hull structure with unidirectional transversal and longitudinal frames and carbon 
reinforcement. 

• Composite chainplates. 

• All the bulkheads are completely resin bonded to hull and deck. 

• Bathing platform with controls in cockpit and integrated swim ladder. 

• Steps on the transom. 

• Tender garage with GRP floor. 

• Bathing platform covered in teak. 

• Antifouling (International - Micron grey), including keel lamination. 

• Painting of the hull with high quality products, type Awlcraft 2000 by Awlgrip, pastel colours, 
in place of the white-gelcoat standard finish (hull post curing included) MAJESTIC BLUE + 
WATERLINES "BLACK METALLIC MIST". 

• Teak on coachroof (grey caulking). 

• Teak on side decks (grey caulking). 

• Chainplate and staysail tack. 
 
Keel & Rudder: 

• The bulb keel is designed and built for high speeds and guarantees performance and stability. 

• The keel ballast is made of lead/antimony. 

• The keel fin is made of a resin bonded steel construction, which is attached to the hull by 
stainless steel bolts. 

• The keel is treated and protected by epoxy products. 

• In order to ensure optimum steerability during sailing, a double rudder blade solution is 
provided. 

• Cast iron fin and lead bulb (9’4” / 2.85m) connected to the hull recess through a coupling 
flange. 
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MACHINERY 
 
Engine & Gearboxes: 

• 1 x Volvo Penta D2-50, 75 hp, S/SR. 

• Transmission: S-Drive. 

• The engine bed is made of GRP; well resin bonded to the hull and to longitudinal and 
transversal reinforcements. 

 
Maintenance & Performance: 

• Both Engine and generator regularly maintained by a Solaris service agent. 

• Most recent services April/May 2025. 
 
Propulsion & Steering: 

• 1,000mm steering wheels black composite Y spokes. 

• Instruments control panel mounted on steering pedestal at the helm station. 

• Engine hours counter, rpm-meter, throttle type Morse, are mounted in cockpit at helm 
stations. 

• The Solaris 50 is equipped with two GRP helm stations. 

• Steering gear is protected, still easily accessible for inspection. 

• Stainless steel emergency tiller to fit directly onto the rudder shaft. 

• Electric bow thruster model VIP 150 12V including additional battery. 

• Feathering propeller, Max Prop. 

• Micro commander electronic engine control on the starboard console. 

• 2 x Consoles on the steering pedestals for instruments. 
 

ELECTRICAL SYSTEMS 
 
Voltage Systems: 

• Batteries are placed below the saloon seats. The battery isolators and breakers are placed 
below the chart table. 

• The main electric system is 12V. 

• The 220V 50 Hz group supplies the AC-users such as: boiler, battery charger, sockets. 

• The 220V 50 Hz group is supplied by shore power through a stern mounted socket: boiler, 
battery charger, sockets. Supplied also, by the generator  or an inverter . 

• 220V AC sockets throughout. 

• Electric switchboard is split into 2 parts 12V and 220V. 

• 1 x Switchboard for AC, protection and distribution control with automatic thermomagnetic 
switches and functioning lights. Automatic main power switch. 

• 1 x Switchboard for DC and distribution control with luminous push buttons and check lights 
for all consumers. 

• Each battery group has a battery switch with rotator lock, while each consumer has a general 
thermomagnetic switch. 

• Switchboard set near the chart table. 

• Approved marine use electric cables. 

• All electric installations are properly fused. 

• As far as possible leads do not pass through the bilges.  

• All alternate current services and consumers are grounded with proper connections. 

• All electric installations are easily accessed for maintenance. 

• 5 x 220V sockets in each cabin and in the bathrooms. 

• 4 x USB socket (12V). 

• Combined USB plugs: standard type + C type. 
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• No. 1 12V socket at the nav. station. 
 
Battery Banks: 

• New generation AGM batteries as standard. 

• Additional service battery added from new. 

• Lighting system, bilge pumps, pressure pumps, anchor windlass, refrigerator, discharge 
pumps, autopilot, navigation lights and electronics are powered by 12V batteries, with a total 
capacity of 460 Ah in C20. 

• Starter batteries, 12V AGM batteries of 80 A/h, charged by main engine. 

• 12V AGM batteries. Two separate systems for service and starting batteries. 
 
Battery Chargers/Inverters: 

• Charging of batteries by generator, shore power or main engine alternator.  

• Chargemaster Plus 12/100 battery charger capacity of 100 Ah. 

• Mastervolt battery charger for starting and service batteries. 

• Inverter 12V 2000W, Mastervolt. 
 
Alternators: 

• Standard Volvo engine alternator for start batteries. 

• Additional Alternator: 1 engine driven alternator capacity 115 Ah 12V to recharge the 
domestic batteries. 

 
Generator: 

• Generator Whisper Power 4 kW with its own system and power system 220V AC. 
 

PLUMBING SYSTEMS 
 

• All flush seacocks have a quick-acting valve and are easily accessible. 

• Seacocks flush to the hull. 
 
Fresh Water & Water Heating System: 

• 220V AC Boiler for hot water, capacity 20 lt. 

• Water is also heated by heat exchanger of the engine. 
 
Watermaker: 

• Osmosea watermaker model NEW 12 ES 100, 100 lt/h, 12V DC. 
 
Bilge Pumps: 

• The tidy bilge is easily accessible. 

• The bilge drainage system is designed to get all water to the lowest point of the bilge in order 
to discharge outboards. 

• All pumps are easily accessible for maintenance. 

• 1 x Manual double action bilge pump in cockpit with suction in the main bilge. 

• 1 x Electric bilge pump with large capacity with suction in the main bilge. 

• 2 x Electric bilge pumps for showers and sinks in the two bathrooms. 

• 1 x Electric bilge pump in the sail locker. 

• 1 x Electric bilge pump in the aft lockers. 

• All bilge pumps are discharging outboards above the waterline. 
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TANKAGE 
 
Fuel: 

• 15/10 stainless steel tank. 

• Total fuel capacity approx. 370 lt. 

• Flame-retardant rubber tubing for fuel lines. 

• 1 x Vetus separator filter used as fuel filter and water separator. 

• Tanks fitted with an analogue level indicator. 
 
Fresh Water: 

• Rigid polyethylene fresh water tank. Access for inspection and cleaning. 

• Total water capacity of 510 lt. 

• Tank is located below the seat in saloon, portside. 

• 1 x Fresh water pressure pump, serving all water systems of a pressurized tank. Mounted 
easily accessible in the engine room. 

 
Grey/Blackwater Holding Tanks: 

• The toilets wastewaters are collected in a black holding tank (one for each bathroom) which 
discharges outboard by gravity. 

• Approved special non-odour rigid PVC tubing for hot and cold drinkable water. 

• The drainage hoses of bilge pumps, sinks, and showers are made of non-odour, solid rubber 
pipes. 

• Stainless steel hose clamps and rubber muffs. 
 

NAVIGATION EQUIPMENT 
 

• Raymarine navigation pack including: 3 displays model I70s, autopilot display P70S, EV1- 
ACU400, 12V rotary mechanical drive, VHF Ray 63 including Raymic second unit in cockpit. 

• Axiom Pro 9 multifunction display, Hybrid-touchscreen (9" screen), with WIFI and integrated 
GPS antenna, Raymarine (including Navionics+ chart "Mediterranean and Black sea", 
NAV+43XG). 

• GPS antenna model RAY 150, Raymarine. 

• Raymarine Transponder AIS 700 class B, connected to the multifunction display Axiom 
Pro/Axiom, including GPS antenna on the pushpit. 

• Axiom Pro 12 multifunction display, Hybrid-touchscreen (12" screen) with WIFI and integrated 
GPS antenna, Raymarine (including Navionics+ chart "Mediterranean and Black sea", 
NAV+43XG). Installation possible only at chart table. 

• Raymarine radar antenna model Q24C Quantum Raymarine (installed at mast on its own 
bracket). 

• B&G NEMESIS 12" displays: 1 display NEMESIS 12" connected to the NMEA2000. Installed at 
mast on its own bracket. 

 

DOMESTIC EQUIPMENT 
 
Galley: 

• Induction cooktop TECHIMPEX 2 rings and electric oven. 

• 1 x 12V 160 l refrigerator as standard. 

• Additional electric fridge, stainless steel finishing. 

• Electric freezer, stainless steel finishing. 
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Heads/Showers: 

• Composite sinks, head locker with mirror front. 

• Shower and basin are discharging outboards. 

• Both bathrooms have a separate shower. 

• Manual toilet type Jabsco Regular. 

• Hot/cold fresh water shower at the stern section of the cockpit. 

• Electric toilet for the aft bathroom, Planus fresh water flush. 

• Electric toilet for the fore bathroom, Planus fresh water flush. 

• Additional deck shower mounted in the tender garage. 
 
Heating & Ventilation: 

• 3 Zone air conditioning. 

• Air conditioning and heating system for the saloon located under the dinette in place of the 
drawer (the heating function will work only when the sea water temperature is above 5°C). 

• Air conditioning and heating system for owner's cabin. 

• Air conditioning and heating system for aft cabins (single temperature control for both 
cabins). 

 
Lighting: 

• Interior lighting with recessed ceiling lights and 6 reading lights for cabins. 

• One night-light installed at companionway, light switch close to the hatch. 

• Cockpit light below the boom. 

• Forward deck light on mast. 

• Navigation light switches on the interior switchboard. 

• LED green navigation light. 

• LED red navigation light. 

• LED stern light. 

• LED anchor light on masthead. 

• LED steaming light. 

• Boom light. 
 

ACCOMMODATION 
 
Summary of Accommodation: 

• 3 cabins and 2 bathrooms - Centre-line berth in forward cabin , split beds in port aft cabin 
double in aft cabin. 

• Stowage is maximised by using all spare space. 

• The galley and bathrooms topsides are fitted out in Corian. 

• High quality fabric is used for all cushions. 

• All furniture is made in high quality oak, varnished with matt open pore finish. 

• All woodwork is carried out with the best nautical tradition. 

• Rounded edges for all hatches, bulkheads, seating, lockers, etc. 

• The yard counts on comfort and quality. Special care is given to soundproofing insulation. 

• The high production quality, the clear, simple lines of the interior corresponding to the Solaris 
design, making a Solaris a unique yacht. 

• A wide saloon with galley, a sofa, a dining table and a chart table. 

• The chart table is practical and placed near the companion way. 

• Every area has space exploited at the best and wherever possible, there will be stowage areas 
as in best Solaris tradition. 

• 20mm oak veneered floorboards, varnished, with longitudinal grain. 

• Built to be completely removable for bilge inspections. 
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• Marine mahogany plywood ceiling panels, covered with white vinyl upholstery treated against 
mould. 

• All removable for inspection. 

• Oak drawer fronts and fitted with press button locks. 

• Berths and sofas have drawers or lockers wherever possible. 

• Oak companionway steps. 

• Polished stainless steel handrails in various parts of the yacht. 

• The engine room has one main access door and two additional side access panels. 

• The entrance is positioned to have easy access to all technical equipment at sea. 

• The soundproofing of the engine room is made of high quality sound insulation material and 
perforated aluminium panels white varnished. 

• Hatches, portholes and windows, (bathroom windows included) with are provided with sun 
screens. 

• Mattresses lined in light colour fabric with zips. 

• Upgrade for bleached oak interiors. 

• Chart table facing forward. 

• "Prestige" package for the interiors. 

• Split level beds in the portside aft cabin. 

• Galley's worktop in Corian Glacier White, including fiddle. 

• Interior upholstery. 

• Upgraded to better quality mattresses for all cabins. 
 
Hatches & Windows: 

• 1 x Hatch for anchor locker; flush, custom built by Solaris. 

• 1 x Hatch for sail locker; flush mount. 

• 1 x Sliding hatch for the companionway; custom built by the yard with stainless steel frames 
and track. 15mm Perspex. 

• 1 x Hatch for lazarette. 

• 1 x Hatch; for cockpit locker. 

• Opening side windows in tempered crystal, one for the galley and one for the bathroom. 

• 2 x Fixed hull ports in saloon. 

• The windows are made in shaded tempered glass. 

• 2 x Opening portholes in cockpit for the stern cabins. 

• All the fixed hull to windows are in double layer tempered crystal. 

• Solimar flush hatches on the coachroof including Oceanair blinds and flyscreens. 

• Additional hatch in the saloon. 

• 2 x Additional fixed hull windows, with interior linings, for the fore cabin. 

• 2 x Additional fixed hull windows, with interior linings, for the aft cabins. 
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Internal Layout: 
 

 
 
Description of layout from forward: 
 
Fore Cabin: 

• Wide double berth with big drawers underneath. 

• Spacious wardrobe. 

• Side shelves. 
 
Saloon: 

• A wide U shape sofa. 

• Table top in solid wood trim  and oak veneered plywood. 

• The navigation area has a built-in chart storage compartment, and the chart table is fitted 
facing forward. 

• Locker for instruments. 

• Electric panel with hinged door for inspection at chart table. 
 
Galley: 

• One stainless single basin sink. 

• Galley with lockers and drawers to store dishes, glasses, pots and galley accessories. 
 
Stern Cabins: 

• One double berth starboard. 

• On twin cabin to port. 

• All cabins are fitted with wardrobes. 

• Lockers in the main central bulkhead. 
 
2 x Heads: 

• Bathroom lockers are easily accessible for maintenance. 

• Wooden topsides. 

• Oak bathroom flooring: the flooring in the shower is in polyethylene grating. 

• Shower door made of plexor. 
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DECK EQUIPMENT 
 

 
 
Rig: 

• 1 x 19 stainless steel wire is chosen as a standard. 

• The anodized aluminium mast base is bedded on a GRP support which is connected to the 
floor and bottom, well resin bonded to the yacht’s superstructure. 

• All halyards, reef lines and outhole are lead under deck into the steering cockpit. 

• Recessed track for the self-tacking jib. 

• Sparcraft Aluminium mast painted gloss black . 

• Mast is built one piece. 

• Facnor manual jib furler, mounted below deck. 

• Standard is a 9/10 sloop rig. 

• Mast is stepped through deck, 3 pair of spreaders. 

• Tapered on masthead. 

• Equipped with blocks and tracks for 1 mainsail, 2 x genoa and 2 x spinnakers, 1 x topping lift. 

• Boom attachment on mast, toggle and boom attachment of aluminium and stainless steel. 

• All power lines are covered in PVC material. 

• Fittings for navigation lights and lighting. 

• 1 x Mainsheet attachment. 

• Main - and Genoa halyard are in Dyneema. 

• Main sheet and self-tacking jib sheet are also in Dyneema. 

• All halyards and sheets are spliced and if necessary, fitted with a shackle. 

• Hydraulic integral backstay adjuster. 

• Carbon bowsprit for Gennaker and Code 0 integrated in the hull. 

• 2 x Bags for the halyards in cockpit. 

• Composite furling boom by Furlerboom (manual system), black gloss painted finish. 

• RSH 2-ways power pack including 2 x hydraulic pistons for the backstay. 

• Hydraulic vang. 

• Gear for Gennaker and Code, including blocks and one set of sheets. 

• Barber fittings for gennaker/Code 0. 
 
Winches:  

• 4 x Electric winches model Harken Performa Radial 60, of which 2 are reversing  with controls 
on pedestals. 

• 2 x Mast winches model 50.2 STA for halyards. 

• Standard supply of 2 x aluminium handles with locking system. 
 
Sails:  

• All Sails by North. 

• boom furling mainsail 3Di Ocean 700. 
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• self-tacking furling jib 3 Di Ocean 700. 

• Code 65 NPL Code Xi06 CDT. 

• G2 running gennaker Contender NY90. 

• 2 x Furler Ubi Maior FR150 Rewind M, anti-torsional cable SK99. 
 
General: 

• Stanchions in stainless steel, diameter 25x2mm. 

• Stainless steel wire lifelines diameter 5 mm. with turnbuckles. 

• Height of pulpit, pushpit and stanchions 610mm. 

• Pushpit built in two pieces. 

• The pulpit allows easy entrance off the dock. 

• Toe rail integrated in the hull with gelcoat finishings. Reinforcements for stanchions, pulpit 
and pushpit attachments. 

• Removable bathing ladder at the stern. 

• 1 x Fore peak to stow anchor chain, with discharge above the water line. 

• 1 x Wide fore peak with a large hatch fitted with a supporting gas strut. Providing ample of 
stowage for fenders and sails. Equipped with two steps, a light and a stainless steel bar for 
lines stowage. 

• 1 x Aft locker accessible from above, with hatch and supporting gas strut. 

• 1 x Storage locker under the starboard cockpit seat. 

• 1 x Storage for an 8-person liferaft under the cockpit floor in front of the companionway. 

• Closed stern with an integrated bathing ladder. 

• Folding teak foot rests. 

• 2 x Cockpit tables with teak folding wings, stainless steel fixing base. 

• 1 x Folding gangway in pre-preg carbon fibre, carbon look finish, 7'3" / 2.20m long, with 
stainless steel terminals and double fixing socket on deck. 

• Bathing platform with controls in cockpit and integrated swim ladder. 

• Steps on the transom. 

• Tender garage with GRP floor independent of the  aft lazarettes. 

• Bathing platform covered in teak. 
 
Anchoring & Mooring Equipment: 

• Stainless steel mooring cleats: 2 x forward and 2 x aft. 

• Anchor winch. 

• 1.500 W electric anchor winch, below deck with capstan drum. 

• Chain is automatically fed into the chain locker. 

• 25kg Delta anchor with 75, 10mm diameter. 

• Anchor fairlead is welded in one piece stainless steel. 

• Nylon chain rollers for Delta anchor. 

• 4 x 20m mooring lines. 

• 6 x Fenders. 

• 1 x Boat hook. 

• Mooring pack. 

• 2 x Stainless steel folding cleats amidships. 
 
Covers, Canvas & Cushions: 

• Bimini for the guest's cockpit with snood. 

• Sprayhood with GRP/teak cover. 

• Cushions for the cockpit seats covered with Sunbrella. 

• Protection cover for the cockpit table. 

• Protection covers for the steering wheels. 
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• Protection covers for the steering consoles. 

• Furlerboom cover for the mainsail. 

• Sun awning fixed on the boom rail colour Sunbrella MARBLE. 

• Deck fabrics: cockpit cushions: Sunbrella FLANELLE; sprayhood, covers, etc.: Sunbrella DARK 
NAVY. 

 

SAFETY EQUIPMENT 
 

• Stowage for 8 persons liferaft; in front of companionway in cockpit. 

• Dyneema lifelines for the transom only. 

• 4 x Wichard padeyes on the toerail for the lifelines. 

• Epirb ACR Globalfix TM V4  

• Liferaft 8 pax + grab bag. 

• Radar reflector. 

• First aid box. 

• 8 x Inflatable life vest Spinlock Deckvest 6D 170N with HRS. 
 
Fire-Fighting Equipment: 

• The whole yacht including the engine room, the electric and technical systems comply to RINA 
certification. 

• Fire extinguisher for the cabins and engine room. 
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